FIRE RATED DOORS

An Introduction to NAFFCO
National Fire Fighting and Manufacturing FZCO (NAFFCO)
is amongst the world’s largest manufacturers and full solution
providers of Fire Fighting equipment, fire protection systems, fire
alarm, security systems and safety engineering under one roof.

alarm systems, CCTV, ambulances, extendable mobile hospitals,
platform vehicles, rescue vehicles, fire trucks, and most advanced
Airport Rescue & Fire Fighting (ARFF) vehicle.

Dedicated to the science of fire fighting, NAFFCO was established
with a vision to be the world’s most recognized fire Protection
Company through quality and development to save lives and
properties. Headquartered in Dubai, UAE, NAFFCO has spanned
the globe by serving over 108 countries worldwide.

Taking into consideration the increasing market demand for several products and services, NAFFCO expands its venture in the
passive fire protection, CCTV, fire alarm, and security systems.
Some of the recent expansions include the launching of new
manufacturing divisions for fire-rated doors and HDPE pipes and
fittings.

The numerous projects executed by NAFFCO in both the private and government sectors throughout the globe are classic
examples of its professional competency. These projects include
residential buildings, commercial edifices (e.g. schools, hospitals,
malls, sports stadiums, etc.), industrial manufacturing plants, power generation stations, and oil and gas facilities. As a provider of
total fire protection systems, NAFFCO undertakes turnkey projects from design, supply, installation, testing and commissioning
of various systems like fire detection, fire alarm, fire suppression,
and fire fighting systems which our customers find it very convenient to have all their system requirements under one roof provided by NAFFCO.
NAFFCO has been consistently maintaining ISO 9001 Quality
Management System certified by UL, BV and LPCB. The company
also has got certified for ISO 14001 Environmental Management
systems and BS OHSAS 18001 for Occupational safety by UL DQS.
NAFFCO implemented top notch ERP “Oracle” Systems by
adopting best business practices to enhance efficiency and transparency by controlling key operations with continuous improvement.
The company’s reputation for quality and reliability is globally acclaimed. Its innovative fire protection and fire fighting products
are certified by international bodies like LPCB, BSI, SAI Global,
UL and FM. Its product range includes different kinds of fire extinguishers, custom-made fire cabinets, heavy-duty fire hoses
and reels, high capacity powerful fire pumps, mobile fire fighting
systems including CAF systems, fire-rated doors, fire detection &
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NAFFCO is associated with the globally renowned international
companies in the fire protection industry such as Esser, Secutron, Megalights, Evax, Fike, Central, Shield, Mueller, Giacomini, RB
Pumps, Bombas, Ideal Pumps, Joslyn Pumps, Peerless Pumps and
more.
The company is well known for its very strong engineering team
that ensures that their innovative designs are based on the standards of the National Fire Protection Association (NFPA). It also has
an equally competent and dedicated maintenance team that provides a 24/7 service to ensure the efficiency of the fire protection
systems for its clients. NAFFCO offers annual and semi-annual
maintenance contracts. Moreover, we also provide after-sales service, spare parts and training.
In recognition to the success of its business growth, NAFFCO
has been awarded with the prestigious Mohammed Bin Rashid Al
Maktoum Business Award for excellence in exports in 2005 and
for excellence in manufacturing in 2006 and 2010. Furthermore,
NAFFCO received the Dubai Quality Appreciation in 2008 which
bears witness to its constant focus towards business excellence
and the quality of services it provides.
NAFFCO’s mission is to empower customer to secure life, property and business by delivering high quality and innovative fire
protection solutions and knowledge using world class manufacturing processes through best engineering practice and expand
it worldwide.

FIRE RATED DOORS
NAFFCO has a dedicated state-of-the-art manufacturing facil-

Delivered unit has been made NAFFCO brand synonymous

ity for Fire Rated Doors. With one of the highest production

with quality.

capacities in the industry, NAFFCO and has propelled as a lead-

NAFFCO Fire Rated Doors are designed and manufactured

er in the door and hardware market.

in accordance with internationally recognized standards
such as:

NAFFCO’s strength is in the reliability it can offer. With on of

- NFPA 80

the highest number of sophisticated machinery and expert pro-

- NFPA 101

fessionals, NAFFCO ensures compliance to its commitments

- UL 10B

and client requirements.

- UL 10L

Our strict zero tolerance quality program guarantees client
satisfaction in each and every delivered unit, making NAFFCO
brand synonymous with quality.

- BS 476 Part 22
- NAMM HMMA
- LOCAL AUTHORITIES

NAFFCO production line for fire doors are equipped with the most advanced CNC machinery
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WOODEN DOORS
WOODEN DOORS
NAFFCO specializes in all kinds of wooden doors and veneer pressing work
for interior use. We manufacture plain veneer sheets, veneer design door skins
and ﬁne architectural doors for residential and commercial application. With
our dedication to our customers, we always have our motto, “ﬁx it right, the
ﬁrst time”, rest assured that we are serious in the manufacturing, handling and
installation of our doors until the handing over to our valued customers.

FIRE RATED WOODEN
DOORS
NAFFCO can offer virtually all panel door elevation
and profile in 30, 45, 60, 90 and 120 minute fire
ratings. We offer our doors in both paint-grade
MDF and stain–grade wood construction.
With hundreds of styles and many profile options
to choose from, you will never need to sacrifice
design and style when specifying fire doors for
your project. By purchasing all of your doors from
NAFFCO, you can maintain design consistency
across your entire project by matching the profiles
of your standard and your fire rated panel doors.

CORES
CORESNAFFCO incorporates at its core 3 technologies for fire
rated doors, namely:
• HALSPAN
• WARMSPRING
• STREBORD

HALSPAN
Over ten years ago, Halspan introduced an entirely new way
of constructing doors using pre-tested fire door blanks made
from a 3-layer particle board. It took the industry by storm and
hasn’t been bettered since. A complex combination of chemical
and engineering
innovation produced a Halspan timber door blank of altogether
superior quality, strength, and overall performance.
Halspan unique 3-layer particle board brings with it other advantages too.

FLEXIBILITY. Whichever flush or paneled non-fire door you’re
currently using or specifying, Halspan can provide you with the
fully certified doors of the same style and finish.

VERSATILITY. Our door blanks offer a range of flush and paneled styles with a variety of glazing options and can be mounted in hardwood, softwood, MDF, aluminum or steel frames.
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FINISHING. Halspan door blanks are ready to use. Their
density and surface finish means there is no need for perimeter framing or the addition of ply or MDF faces. Halspan’s
fine, hard surface makes it ideal for veneering, laminating, or
painting with the minimum preparation.
TECHNICAL EXPERTISE. Excellent technical expertise,
from manufacture to installation, and using one of the
world’s most advanced Continuous Press Systems ( CPS)
assure you absolute consistency and total quality. The same
high standards apply to Halspan technical support, including
every literature and technical advice.
With Halspan, ample choice and aesthetic appeal are not
compromised to enjoy superior fire resistance performance.
And with our ready to use, pre-tested, fine, and hard finish
door blanks, you save time and costs, boosting productivity.

WARMSPRING
Warm Springs Composite Products, a Native American- owned
manufacturer based in Central Oregon, has for many years
supplied its Tectonite- based fire rated door components to
door manufacturers for high-rise commercial and industrial
construction projects the world over. A unique amalgam of
diatomaceous earth, fiberglass, recycled newspaper, and other
ingredients, Tectonite was first developed and tested internally
by Warm Springs Composite Products in 1993. The material has
since been tested and certified by five different testing agencies to achieve fire ratings from 20 to 90 minutes to meet U.S.
standards and up to 120 minutes to meet British standards.
Widely known in the industry, Tectonite forms the basis of
WSCP’s line of value –added fire-rated door components.

TECTONITE CHARACTERISITICS.
Lightest of comparable products on the market
• Excellent bonding with a variety of adhesives
• Less heat transfer than comparable products
• Low cost
• Superb screw holding

TESTING. Tectonite is certiﬁed ( UBC 7-2 ( 1997) and UL 10(c
) ( 1998),20-90 minutes, and British Standard 476, part 22, up
to 120 minutes) as a component for ﬁre-rated doors in all openings up to and including 8-foot by 9-foot pairs with all applicable hardware. Five certifying agencies have successfully tested
Tectonite components for ﬁre endurance ratings.

ADDING VALUE. WSCP produces Tectonite in two standard
sizes: 4-ft. x 8-ft. and4-ft. x 10-ft. sheets. Tectonite is sold by the
full sheet, half sheet, orsanded and cut into a variety of components including:
• Pre-cut stiles and rails
• Blocking
• Banded mineral door cores
• Raw mineral door cores
Its expertise in creating architectural fire-rated components
that combine dimensional stability with superb screw holding
capabilities has made it the supplier of choice for door manufacturers bothdomestically and internationally.

RAW MINERAL DOOR CORE. WSCP offers 60-, 90-, and 120
– minute fire rated raw mineral door cores, all of which conform
to UBC 7-2 (1997) and British Standard 476 part 22 certification
standards. All cores can be configured to accommodate a wide
variety of constructions , glazing and hardware options, and all
are available in thicknesses of 1.5 – 1.89 inches. WSCP’s 60 minutes fire –rated mineral core carries an STC (Sound Transmission Class) rating and is one of the lightest ( 18 lbs./ ft.3) and
most durable mineral cores on the market.

ABOUT WSCP DOORS CORES
• WSCP is the only component manufacturer to offer different
mineral cores for various rated openings
• Five mineral cores with extensive certifications and low cost
applications
• Excellent bonding with multiple adhesives
• Lower heat transfer than other cores on the market
• Lightest cores on the market
• Cores are user friendly in manufacturing design.

SPECIALIZED FIRE-DOOR COMPONENTS
BANDED MINERAL DOOR CORE. Warm Springs Composite Products’ fully banded core is built to each customer’s
speciﬁcations. The company has certiﬁcations to produce
45, 60, 90, and 120 minute ﬁre-rated banded door cores, using some of the lightest mineral cores in the industry. WSCP‘s
banded mineral cores, using Tectonite stiles and rails, are up
to 25 percent lighter than other competing options.
Even with this reduced weight, WSCP’ s cores are stronger
and more durable when being processed by door manufacturers. This gives the customer lower freight cost per unit
and signiﬁcantly reduces waste during assembly.

STREBORD DOOR CORES.
Strebord manufactures highly effective 54 mm one hour and
44 mm half hour resistant door cores that can be veneered,
laminated or painted with minimum preparation. They are
very robust and manufactured to close tolerances to suit
modern joinery processes. They can be cut to size and delivered to site for quick, easy installation. The door core materials are also suitable for use as partitioning components.
All Strebord door cores are now covered by the Q-Mark Fire
Door Scheme . The Q- Mark scheme is a third party accreditation scheme, designed to prove the worth of manufacturer’s products. This extension in cover means that every
Strebord door core purchased has third party accreditation,
giving all our customers complete peace of mind, as well as
highlighting our continuing commitment to developing the
Strebord brand.
Test evidence from the testing programme allows the use
of polyurethane- based glue-lines as well as urea-formaldehyde based products. In addition to this double door leaf
doorset has been successfully tested with 10 x 4 intumescent seals in the head as well as the two long edges- again
reducing handling/ manufacturing time and cost.
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DOOR DESIGNS

FULL FLUSH PANEL AND HALF GLASS DOORS

DOORS WITH LOUVERS / GRILLS

DOORS WITH GLASS UTES

INTERIOR DOORS
Interior doors can really enhance the look of your home or ofﬁce. Whatever

taste or budget, we surely provide the right doors for you. You can order your
doors directly from us. We really are your one-stop source for ﬁne woods doors
and moldings. Solid hard wood and hard wood veneer interior doors are available in raised panel, ﬂat panel and ﬂush designs. Custom doors can also be
manufac tured in virtually any exterior and interior door design.

EXTERIOR DOORS
Allow yourself to be captivated, discover doors
that are different from the inside out. Beautiful
wood doors that are made with the ﬁnest handselected materials and are constructed using a
combination of Old World craftsmanship combinedwith state-of-the-art technology.
NAFFCO exterior doors take consideration the
architectural style of your home to achieve the
look you want. NAFFCO doors are available in
standard shapes of square, arched and round.
When you need classic doors, NAFFCO can create the perfect door for you.
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STEEL DOORS
FRAMES
Steel frames can be manufactured to various frame profiles in
either knock down or welded condition to suit dry or block wall
requirements with several anchoring options.
Please refer to page 17 for additional details.

HONEY COMB CORE
Kraft honey comb paper cores provides extreme rigidity and
one of the highest flatness levels. This bonded to the face
sheets with waterproof fast curing adhesive.

RECOMENDED USE
• Interior applications
• Residential applications
• Commercial applications
• Labour camps
• Warehouses
• Government buildings

DESIGNS
Finishes
• Polyester Powder coated
• Epoxy powder coated
• Wood look painted
• Stainless steel

STEEL STIFFENED CORE
Steel stiffened doors provide the highest durability and impact
resistance. Steel hat sections vertical stiffeners extending full
door height, spaced not more than 150mm apart center to center and spot welded to face sheets. All spaces in between are
filled with mineral wool insulation.

RECOMENDED USE
• High Impact Applications
• Frequent Use Applications
• Utility Buildings
• Commercial Towers
• Educational Instituitions
• Health Care Buildings

DESIGNS
Finishes
• Polyester Powder coated
• Epoxy powder coated
• Wood look painted
• Stainless steel

BLAST RESISTANT DOORS
NAFFCO blast resistant door are designed for protection from
any accidental explosion that may occur in industrial manufacturing facilities to offer disaster prevention and protection for
main facilities and to effectively manage and control explosion
in explosion-prone laboratories.
NAFFCO Blast Doors function as escape way, blocking the
blast of air and heat generated from any air bombing, shelling
or explosion, as well as protecting from shrapnel damage.

CORES. Steel stiffened doors with propreitary core design.
DESIGNS. Please consult with a FINISHES
NAFFCO technical representa- • Polyester Powder coated
• Epoxy powder coated
tive.
• Wood look painted
• Stainless steel
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BULLET RESISTANT DOORS & FRAMES
hese doors are secured from ballistic attack yet have the appearance of standard hollow metal products. Our complete range of
bullet resistant products are readily available and can be furnished with factory installed bullet resistant glazing.

PRODUCT RANGE
UL 752 Ratings of Bullet Resistant Materials
RATINGS

Ammunition

Number of
Shots

LEVEL 1

9mm Full Metal Copper Jacket with
Lead Core

3

LEVEL 2

.357 Magnum Jacketed Lead Soft
Point

3

LEVEL 3

.44 Magnum Lead SemiWadcutter Gas Checked

3

LEVEL 4

.30 Caliber Rifle Lead Core Soft Point
(.30-06 caliber)

1

LEVEL 5

Core Full Metal Copper Jacket, Military Ball (.308 caliber)

1

LEVEL 6

9mm Full Metal Copper Jacket with
Lead Core.

5

LEVEL 7

5.56mm Rifle Full Metal Copper
Jacket with Lead Core (.223 caliber)

5

LEVEL 8

7.62mm Rifle Lead Core Full Metal
Copper Jacket, Military Ball (.308
caliber)

5

FEATURES

CERTIFICATION

• Standard hollow metal appearance
• Bullet resistant hardware
• Easy-to-operate
• Bullet resistant glass
• Factory pre-installed glazing available

• Fire Resistant
• Certified by Underwriters Laboratories

DETENTION DOOR
NAFFCO Design carried out for detention steel doors and frames made of steel constructions as per the below standard
• ANSI/NAAMM HMMA 863-98

• ASTM F 1577 – 01

• ASTM F 1450 – 05

• UL 752-00, Bullet Resisting Equipment

BLAST RESISTANT DOOR
NAFFCO Blast Resistance Door Structural analysis is conforming to AISC 9th Edition. The door is up to PSI 1-20 pressure conforming to AISC 9th Edition.
Explosion loads are characterized by temporal and spatial pressure distribution. The most important temporal parameters are
rise time, maximum pressure and pulse duration. For components and substructures the explosion pressure shall normally be
considered uniformly distributed. On global level the spatial distribution is normally non-uniform both with respect to pressure
and duration
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ACOUSTIC DOOR & FRAME
APPLICATIONS. NAFFCO manufactures Acoustic doors suited for various applications from regular office rooms to recording
studios. We carry a wide range of doors starting from STC 31 up to STC 55.

STC RATING
25
30
35
40
42
45
50
60+

What can be heard?
Normal speech can be understood quite easily and clearly through wall.
Loud speech can be understood fairly well, normal speech can be heard but not understood.
Loud speech is audible but not intelligible.
Here is beginning of what we classify as “privacy”.
Loud speech is audible as murmur.
Loud speech is not audible.
Very loud sounds, such as stereo, can be faintly heard.
Superior soundproofing; most sounds inaudible.

FIRE RATED ACCESS PANELS
Our Access Panels are custom designed and manufactured
per the specific requirements of the project needs.
Access to switch boards, pipes and valves within walls
especially in corridors can be easily hidden to provide a
convenient service access.

CORE. Access panels can be done with any of our core options.
FINISHES
• Polyester Powder coated

• Wood look painted

• Epoxy powder coated

• Stainless steel
DESIGNS Typical Options

STAINLESS STEEL DOORS
We manufacture a complete range of stainless steel doors, mirror ﬁnished, satin ﬁnished and hairline ﬁnished. Product lines include solutions for airports, banks, and other exclusive projects
that can be customized in different designs to suit customer

BRUSH FINISH

TEXTURED

preferences.

CORE. All our core types can be done in Stainless Steel
ﬁnishes.
DOOR FRAMES. All our frames designs can also be
done in Stainless steel ﬁnishes.
MIRROR FINISH

WOOD FINISH

DESIGNS Typical Options

With a state of the art machinery it is possible to produce extremely realistic “painted wood look” steel doors with your desired ﬁre rating at a much lesser cost than a timber door. It is
our challenge that you will not be able to tell the door apart
from a timber door even when looking at it at a close distance
of 5 meters.

NATURAL

MAHOGANY

CORE. All our core types can be done in Stainless Steel
ﬁnishes.

DOOR FRAMES. All our frames designs can also be done in
Stainless steel ﬁnishes.
DARK WALNUT
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GLAZING OPTIONS
At NAFFCO we have various glazing options available.
NAFFCO is one of the only company with a tested fire rated fully glazed doors design for sizes up to 2m x 2m.

GEORGIAN WIRED
GLASS

CLEAR GLASS

TEMPERED GLASS

LEED COMPLIANCE

DESCRIPTION OF PROJECT
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LEED MR
Credit 4.1

Recycled Contents:
Use materials with recycled content such that
recycled content (post-consumer recycled content + 1/2 pre-consumer recycled content) constitutes at least 10% of the total value of material
in the project.

LEED MR
Credit 4.2

Recycled Content:
Same as MR 4.1, except recycled content must
constitute at least 20% of the total value of material in the project.

LEED MR
Credit 5.1

Regional Materials:
Use materials that have been extracted/ harvested/recovered and manufactured within 500
miles of project site, for a minimum of 10% of the
total value of material in the project.

LEED MR
Credit 5.2

Regional Materials:
Same as MR 5.1, except regional material must
constitute a minimum of 20% of the total value of
the material in the project.

LEED MR
Credit 6

Rapidly Renewable Materials:
Use rapidly renewable building materials for 2.5
% of the total value of the material in the project.

LEED MR
Credit 7

Certified Wood:
Use a minimum of 50% of wood-based materials
that are certified in accordance with FSC principles and criteria.

LEED MR
Credit 4.4

Low Emitting Materials:
Composite wood and agrifiber products used on
the interior of the building shall contain no added
urea-formaldehyde resins.
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NFR

20
mins

30
mins

45
mins

60
mins

90
mins

120
mins

DOOR DESIGN
F
VS
VR
VD
N1
N2
N3
G
3G
EG2
EG4
EG9
TBG
EGF
BL
TL
TBL
HBL
FL
VBL
GBL
N1BL
N2BL
N3BL

Full Flush
Vison Small (250mm x 250mm)
Vison Round
Vison Diamond (250mm x 250mm)
Narrow Lite (150mm x 400mm)
Narrow Lite (150mm x 900mm)
Narrow Lite (150mm x 1520mm)
Half Glass
3 Glass
Etched Glass 2 Section
Etched Glass 4 Section
Etched Glass 9 Section
Top & Bottom Glass
Etched Glass Full
Bottom Louver (300mm x 300mm)
Top Louver
Top Bottom Louver
Half Bottom Louver
Full Louver
Vision + Bottom Louver
Half Glass with Bottom Louver
Narrow Lite (150mm x 400mm) + Bottom
Louver
Narrow Lite (150mm x 660mm) + Bottom
Louver
Narrow Lite (150mm x 900mm) + Bottom
Louver

DOOR HANDING

LEFT HAND

RIGHT HAND

LEFT HAND ACTIVE

RIGHT HAND ACTIVE

LEFT HAND REVERSE

RIGHT HAND
REVERSE

LEFT HAND
REVERSE ACTIVE

RIGHT HAND
REVERSE ACTIVE
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NAFFCO FIRE CERTIFIED HARDWARE
NAFFCO carries a complete range if certified hardware catering to various design requirements. All ironmongeries are available in multiple finish options.
Our highly experienced and professional design team can also
help you with hardware scheduling and hardware set proposals, in line with international standards.

EXIT DEVICE
VERTICAL PANIC EXIT DEVICE
• UL Listed
• Top and bottom latching
• Rods are high quality steel
• Rods can be adjusted to fit various door heights and widths.
• Non-handed
• Suited for double leaf doors
• Finishes:
Stainless steel
Aluminium finish

HORIZONTAL PANIC EXIT DEVICE
• UL Listed
• Dogging features are available
• Adjustable to door width requirements
• Handed
• Suitable for single leaf doors
• Finishes:
Stainless steel
Aluminium finish

CONCEALED PANIC EXIT DEVICE
• Top and bottom connecting
• Dogging features are available
• Adjustable to door width and height
• Non-handed
• Suited for double leaf doors
• Finishes:
Stainless steel
Aluminium finish
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HINGES
RELIABILITY . NAFFCO produces the highest quality of steel
hinges meeting the most stringent requirements.
Hinges selection is based on the following factors:
• Door weight
• Usage frequency
Ball bearing hinges are mandatory requirements
for all fire rated door openings.

NUMBER OF HINGES. As per SDI standards every 750mm
mandates one hinge.

CLOSER
FEAURES.
• UL Listed.
• Adjustable closing speeds
• Adjustable latching speeds
• Closing and latching speeds
• Handling can be easily adjustable on site feature allows the
door to be opened to a specified degree with out hitting the
wall

LOCKS
• NAFFCO provides both motive and cylindrical lock sets
• Conforming to the heighest quality standards
• Availabel in various finishes

KEYING. Master keying options are available for all
NAFFCO lock cylinders.

HAND. NAFFCO locks are handed and can be easily field adjustable.
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STANDARD STEEL FRAME PROFILES

DOUBLE RABBET

SINGLE RABBET

DOUBLE RABBET
WRAPAROUND

SINGLE RABBET
WRAPAROUND

DOUBLE RABBET GROVE

DOUBLE EGRESS

SINGLE RABBET GROVE

CASED

STANDARD ANCHOR TYPES
Spot Welded

FLAT BAR ANCHOR

Spot Welded

‘U’ ANCHOR

Spot Welded

FLAT BAR WITH PIPE
ANCHOR

Spot Welded

‘Z’ ANCHOR

Spot Welded

WIRE ANCHOR
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‘T’ ANCHOR

FLOOR ANCHOR

CERTIFICATE OF COMPLIANCE
Certificate Number
Report Reference
Issue Date

Issued to:

This is to certify that
representative samples of

20121031-R25075
R25075-20121031
2012-OCTOBER-31

NATIONAL FIRE FIGHTING MFG FZ CO
PO BOX 17014
JEBEL ALI FREE ZONE
DUBAI UNITED ARAB EMIRATES
SWINGING-TYPE FIRE DOORS;
SWINGING-TYPE FIRE DOORS, POSITIVE-PRESSURE
TESTED
A single and a pair of Swinging-type fire door assembly of
the hollow metal type with honeycomb construction,
intended for 2h (where applicable), 1-1/2h, 1h and 3/4h
locations for use in masonry constructions.
Have been investigated by UL in accordance with the
Standard(s) indicated on this Certificate.

Standard(s) for Safety:
Additional Information:

ANSI/UL 10C, Positive Pressure Fire Tests of Door
Assemblies
See the UL Online Certifications Directory at
www.ul.com/database for additional information

Only those products bearing the UL Classification Mark should be considered as being covered by
UL’s Classification and Follow-Up Service.
(as shown); a control
The UL Classification Mark includes: UL in a circle: with the word “CLASSIFIED”
number (may be alphanumeric) assigned by UL; a statement to indicate the extent of UL’s evaluation of
the product; and the product category name (product identity) as indicated in the appropriate UL
Directory.
Look for the UL Classification Mark on the product.

William R. Carney, Director, North American Certification Programs
UL LLC
Any information and documentation involving UL Mark services are provided on behalf of UL LLC (UL) or any authorized licensee of UL. For questions, please
contact a local UL Customer Service Representative at www.ul.com/contactus
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MANAGEMENT
SYSTEMS

ASSESSED TO ISO 9001:2008

QUALITY SYSTEM

NAFFCO FZCO is certified to ISO 9001 Quality system by UL DQS Inc, Loss Prevention Certification
Board UK & Bureau Veritas. Our manufacturing processes are based on a quality system that ensures
the use of raw material confirming to relevant International Standards. Our In process production is
monitored by work standards & quality plans confirming to relevant International standards enabling us
to deliver quality products.

APPROVALS

NAFFCO has been maintaining ISO 9001 Quality Management system certified by UL, LPCB & BV.
Further we have achieved ISO14001 for Environmental Management & BS OHSAS 18001 for
occupational safety by UL management systems. We have also achieved product certifications from
UL, FM, LPCB, BSI, CE & SAI Global on wide range of products which include Fire Extinguishers, Fire
Hose Reels, Centrifugal Fire Pumps, Diesel Engine for driving Fire pumps, Fire doors, Fire Fighting
Equipment. UL has authorized NAFFCO asservise center for certifiying signal and fire alarm equipment.

ENGINEERING CAPABILITIES

NAFFCO is backed by a team of professionals who are well qualified and specialized in their respective
field viz - Design, Development, Production and Project Implementation. Our investment in applied
research and development program concentrates on innovations which meets customer needs.

CAT.NO.NF/FD/01/14
CAT.NO.NF/DPFH/05/15

PRODUCT RANGE

Your most reliable partner in supplying
state-of-the-art products and providing
high quality services based on
International Standards

NAFFCO FZCO
WORLD HEADQUARTERS
Dubai, United Arab Emirates
Email: info@naffco.ae
www.naffco.com
In line with NAFFCO policy for continous product development,
NAFFCO has the right to change specifications without prior notice.

